
 ABALLS AII PE 
by Jaime Hayon, 2016

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

 

Type: Wall lamp 

Environment: Indoor

Structure: Ceramic

Diffuser: Glass

Voltage: 120 V

                     
Supply: Terminal strip

Light Source: G9 Halo. Max. 30W
                        G9 LED 2.5W 2700K

ABALLS AII PE

407030500005   white
407030500006   black 
407030500007   golden 
407030500008   copper 
407030500028   platinum

        1.1 kg
        2.2 kg
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 ABALLS AII ME 
by Jaime Hayon, 2016

Wall lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Wall lamp 

Environment: Indoor

Structure: Ceramic

Diffuser: Glass
  

Voltage: 120 V
  
                     
Supply: Terminal strip

Light Source: G9 Halo. Max. 48W
                        G9 LED 2.5W 2700K   

 
ABALLS AII ME

408030500005   white
408030500006   black 
408030500007   golden 
408030500008   copper 
408030500028   platinum

        1.4 kg            
        3.1 kg
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ABALLS AII GR 
by Jaime Hayon, 2016

Ceiling lamp. Base in white, black, golden, copper or platinum ceramic. Diffuser in blown opal matt glass.

Type: Ceiling lamp 

Environment: Indoor

Structure: Ceramic

Diffuser: Glass

Voltage: 120 V 
 
  
Supply: Terminal strip

Light Source: G9 Halo. Max. 48W
                        G9 LED 2.5W 2700K  

ABALLS AII GR

409030500005   white
409030500006   black
409030500007   golden 
409030500008   copper 
409030500028   platinum

        3.5 kg            
        4.3 kg    
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